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TEMPORARY TRAFFIC CONTROL TYPICAL APPLICATION

NOTES:

MINIMUM LANE WIDTHS THROUGHOUT
CHAN. DEVICES AREA SHALL BE 10 FT.

THE ARROW PANEL SHALL BE PLACED AS CLOSE TO
THE BEGINNING OF THE TAPER AS POSSIBLE WHILE

REMAINING WITHIN THE TAPER.
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IMPORTANT:
THIS DRAWING SHALL BE USED IN
COMBINATION WITH THE GENERAL

- NOTES AT THE BEGINNING OF
w | STANDARDS MD 104.00.
-~
3 Lo\
K
T "]
3
= | END
- I ROAD WORK
ISy
(s]
~ | /
Nmnd
Q °
g lq
I
-
- PLACE AS DIRECTED BY
= THE ENGINEER.
|
3 /
LI P
: - 2
[ ]
"o o PLACE IN MIDDLE OF
LI TANGENT [N ADVANCE
OF LEFT LANE SHIFT.
B e
I |||" N
. 1/3 L SHOULDER

TAPER

DIRECTOR - OFFICE OF TRAFFIC AND SAFETY

APPROVAL e  SHA

APPROVAL e FEDERAL

REVISED
e

REVISIONS HIGHWAY ADMINISTRATION
APPROVAL  9-10-96 | APPROVAL 9-27-96
10-1-01  |revisep

ATOP SIGN
BN
(000 ARROW PANEL
P g | CATEaCRY CoDE TEWS Maryland Department of Transportation
M’ STATE HIGHWAY ADMINISTRATION
APPROVED

STANDARDS FOR HIGHWAYS AND INCIDENTAL STRUCTURES
PARTIAL ROADWAY CLOSURFE/
MULTILANE UNDIV. GREATER THAN 40 MPH/
OVER 12 HRS. OR NIGHTTIME USE

REVISED

State:[-]'igm"any’ REVISED

Administration REVISED

REVISED

STANDARD NO. MD 104.10-01




